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* Microsoft is a registered trademark of Microsoft Corporation in the United States and/or other countries. 

B12S-R1030

B12S-G1030

As a Vmware  Technology Alliance Partner (TAP) member, 

Infortrend will have closer collaboration with VMware to 

ensure future Infortrend RAID subsystems meet VMware 

compatibility requirements. Infortrend’s VMware-compatible 

iSCSI-and FC-host arrays are available as a RAID head and 

8-, 12-,16-, and 24-bay subsystems that support FC, SAS, 

or SATA hard drives, providing enterprise-class storage 

solutions to suit a wide variety of computing environments. 

â 

VMware Certified Infortrend RAID Subsystems

Infortrend has attained Gold Certified Partner status in the 

Microsoft Partner Program, strengthening its competitive 

edge in developing networked storage solutions  that are 

based on the Windows system. To date, over 70 of Infortrend’s 

RAID subsystems have been certified by Microsoft Windows 

Quality Labs (WHQL) Testing and all are 

listed in the Windows RAID category, 

Including Windows 2003 and 2008. 

Windows Server 2003 or 2008 certified Infortrend RAID Subsystems
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SAS-to-SAS

A24S-G2130

A16S-G2130
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SAS-to-SATA

F16F-R4840
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FC-to-SATA

A16F-G2430

Subsystem Overview by Host interface 

* S24F-R1440 and S24F-G1440 are not available in EU region. 
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SCSI-SATA

16 bay

24 bay

12 bay

8 bay

 FC-SATA SAS-SAS SAS-SATA iSCSI-SAS FC-SAS SCSI-SASiSCSI-SATA
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S16E-G1240



Model
Redundant Controller Yes No Yes No
Form Factor 4U Rackmount 4U Rackmount 4U Rackmount 4U Rackmount
Drive Bays 24 24 24 24
Max . Number of Drives 104 104 104 104
RAID Engine ASIC667 ASIC667 ASIC667 ASIC667
RAID Levels
Host Channel 8CH, 8G FC, 8 x SFP 4CH, 8G FC, 4 x SFP 4CH, 4G FC, 4 x SFP 2CH, 4G FC, 2 x SFP
Drive Channel SAS / SATA - II 3Gb/s SAS / SATA-II 3Gb/s SAS / SATA-II 3Gb/s SAS / SATA-II 3Gb/s
Expansion Channel SAS 4x, 2 x (SFF-8088) SAS 4x, 1x (SFF-8088) SAS 4x, 2 x (SFF-8088) SAS 4x, 1 x (SFF-8088)

1GB - 4GB DDR-II 1GB - 4GB DDR-II 1GB - 2GB DDR-II 1GB - 2GB DDR-II
Yes Optional Yes Optional

Redundant Power Supply Yes Yes Yes Yes
Redundant Fan Modules Yes Yes Yes Yes
Management Terminal emulation via RS-232 or Telnet, LCD keypad panel, embedded RAIDWatch, or JAVA-based SANWatch*2

Model

Redundant Controller Yes No Yes No
Form Factor 3U Rackmount 3U Rackmount 2U Rackmount 2U Rackmount
Drive Bays 16 16 12 12
Max . Number of Drives 112 112 84 84

RAID Engine ASIC667 ASIC667 ASIC667 ASIC667
RAID Levels
Host Channel 8CH, 8G FC, 8 x SFP 4CH, 8G FC, 4 x SFP 8CH, 8G FC, 8 x SFP 4CH, 8G FC, 4 x SFP
Drive Channel SAS / SATA - II 3Gb/s SAS / SATA-II 3Gb/s SAS / SATA-II 3Gb/s SAS / SATA-II 3Gb/s
Expansion Channel SAS 4x, 2 x (SFF-8088) SAS 4x, 1x (SFF-8088) SAS 4x, 2 x (SFF-8088) SAS 4x, 1x (SFF-8088)
Cache Memory(per Controller) 1GB - 4GB DDR-II 1GB - 4GB DDR-II 1GB - 4GB DDR-II 1GB - 4GB DDR-II
Cache Backup Module *1 Yes Optional Yes Optional
Redundant Power Supply Yes Yes Yes Yes
Redundant Fan Modules Yes Yes Yes Yes
Management Terminal emulation via RS-232 or Telnet, LCD keypad panel, embedded RAIDWatch, or JAVA-based SANWatch*2

Model

Redundant Controller No No
Form Factor 2U Rackmount 3U Rackmount

Drive Bays 12 16
Max . Number of Drives 84 112
RAID Engine ASIC667 ASIC667
RAID Levels
Host Channel 4CH, SCSI-320, 4 x VHDCI 2CH, SCSI-320, 4 x VHDCI

Drive Channel SAS / SATA - II 3Gb/s SAS / SATA-II 3Gb/s
Expansion Channel SAS 4x, 1x (SFF-8088) SAS 4x, 1x (SFF-8088)
Cache Memory(per Controller) 1GB - 4GB DDR-II 1GB - 4GB DDR-II
Cache Backup Module *1 Optional Optional

Redundant Power Supply Yes Yes
Redundant Fan Modules Yes Yes
Management Terminal emulation via RS-232 or Telnet, LCD keypad panel, embedded RAIDWatch, or JAVA-based SANWatch 2*

Cache Memory(per Controller)
Cache Backup Module *1

Product Image 

Product Image 

Product Image 

Yes
3U Rackmount

16
112

ASIC667
0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

1GB - 4GB DDR-II

Yes

Yes

SCSI to SAS RAID SubsystemFC to FC RAID Subsystem

FC to SAS RAID Subsystem

FC to SAS RAID Subsystem

Single upgradable to redundant
3U Rackmount

16
112

ASIC667

2CH, 8G FC, 2 × SFP4CH, 8G FC, 4 × SFP

2CH, 4G FC, 4×SFP 2CH, 4G FC, 4×SFP
1GB - 4GB DDR-II

Yes
Yes

Yes

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

S24F-R1840-4 S24F-G1840-4 S24F-R1440 S24F-G1440

S16F-R1840-4 S16F-G1840-4 S12F-R1840-4 S12F-G1842-4

F16F-R4840 F16F-S4840 S12U-G1440 S16U-G1440

Model
Redundant Controller Yes No
Form Factor 3U Rackmount 3U Rackmount
Drive Bays 16 16
Max . Number of Drives 112 112
RAID Engine ASIC667 ASIC667
RAID Levels 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60
Host Channel 4CH, iSCSI 10G, 4 x SFP
Drive Channel SAS / SATA - II 3Gb/s SAS / SATA-II 3Gb/s
Expansion Channel SAS 4x, 2 x (SFF-8088) SAS 4x, 1x (SFF-8088)

1GB - 4GB DDR-II 1GB - 4GB DDR-II
Yes Optional

Redundant Power Supply Yes Yes
Redundant Fan Modules Yes Yes
Management Terminal emulation via RS-232 or Telnet, LCD keypad panel, embedded RAIDWatch, or JAVA-based SANWatch*2

Cache Memory(per Controller)
Cache Backup Module *1

Product Image 

iSCSI to SAS RAID Subsystem

S16E-R1240 S16E-G1240

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60
2CH, iSCSI 10G, 2 x SFP

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

10G 10G

EonStor G6

EonStor G6 Subsystem Specifications

* 1 : Cache Backup Module consists Battery Backup Unit and Flash Backup Module.

* 2: SANWatch Management Suite is supported on ASIC400 or later models. 1

4G FC4G FC

Yes



Model
Redundant Controller Yes Yes
Form Factor 3U Rackmount 1U Rackmount
Drive Bays 16 -
Max . Number of Drives 224 (4G FC) 224 (4G FC)+48(SATA-II 3Gb/s)
RAID Engine ASIC400 ASIC400
RAID Levels
Host Channel
Drive Channel

Expansion Channe
l

512MB - 2GB DDR 512MB - 2GB DDR
Yes Yes

Redundant Power Supply Yes Yes Yes Yes
Redundant Fan Modules Yes Yes Yes Yes
Management Terminal emulation via RS-232 or Telnet, LCD keypad panel, embedded RAIDWatch, or JAVA-based SANWatch*2

Cache Memory(per Controller)
Cache Backup Module *1

Product Image 

Fibre to Fibre RAID Subsystem

F16F-R4031-6 F16F-S4031-6 FF-R4030-6

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

Model
Redundant Controller Yes No Yes No
Form Factor 3U Rackmount 3U Rackmount 2U Rackmount 2U Rackmount
Drive Bays 16 16 12 12
Max . Number of Drives 64 80 48 60
RAID Engine ASIC400 ASIC400 ASIC400 ASIC400
RAID Levels
Host Channel 4CH, 4G FC, 4 x SFP 2CH, 4G FC, 2 x SFP
Drive Channel SAS / SATA - II 3Gb/s SAS / SATA-II 3Gb/s SAS / SATA-II 3Gb/s SAS / SATA-II 3Gb/s
Expansion Channel SAS 4x, 2 x (SFF-8088) SAS 4x, 1 x (SFF-8088)

512MB - 2GB DDR 512MB - 2GB DDR
Yes Optional Yes Optional

Redundant Power Supply Yes Yes Yes Yes
Redundant Fan Modules Yes Yes Yes Yes
Management Terminal emulation via RS-232 or Telnet, LCD keypad panel, embedded RAIDWatch, or JAVA-based SANWatch*2

Cache Memory(per Controller)
Cache Backup Module*1

Product Image 

FC to SAS RAID Subsystem

S16F-R1430 S16F-G1430 S12F-R1432 S12F-G1433

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

Model
Redundant Controller Yes No No No
Form Factor 1U Rackmount 1U Rackmount 3U Rackmount 2U Rackmount
Drive Bays 12 12 16 12
Max . Number of Drives 48 60 16 12
RAID Engine ASIC400 ASIC400 ASIC266
RAID Levels
Host Channel 4CH, 4G FC, 4 x SFP 2CH, 4G FC, 2 x SFP 2CH, 4G FC, 2 x SFP 2CH, 4G FC, 2 x SFP
Drive Channel 2.5” SAS / SATA - II 3Gb/s 2.5” SAS / SATA-II 3Gb/s SATA-II 3Gb/s
Expansion Channel SAS 4x, 2 x (SFF-8088) SAS 4x, 1 x (SFF-8088)

512MB - 2GB DDR 512MB - 2GB DDR 512MB - 2GB DDR
Yes Optional Optional

Redundant Power Supply Yes Yes Yes Yes
Redundant Fan Modules Yes Yes Yes Yes
Management Terminal emulation via RS-232 or Telnet, LCD keypad panel, embedded RAIDWatch, or JAVA-based SANWatch*2

Cache Memory(per Controller)
Cache Backup Module *1

Product Image 

B12F-R1430 B12F- G1430 /B12F- G1431 *3 A16F-G2430 A12F-G2422

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 10, 30, 50

Model
Redundant Controller Yes No
Form Factor 2U Rackmount 3U Rackmount 3U Rackmount
Drive Bays 8 16 16
Max . Number of Drives 8 16 (4G FC) 16 (SATA-II 3Gb/s)
RAID Engine ASIC266
RAID Levels
Host Channel 2CH, 4G FC, 2 x SFP
Drive Channel SATA - II 3Gb/s
Expansion Channel -

256MB - 1GB DDR Managed by RAID

Redundant Power Supply Yes Yes Yes
Redundant Fan Modules Yes Yes Yes

Management
Terminal emulation via RS-232 or Telnet, LCD keypad panel,
embedded RAIDWatch, or JAVA-based SANWatch*2

Cache Memory(per Controller)
Cache Backup Module *1

Product Image 

FC to SAS RAID 

A08F-G2422 F16F-J4000-R A16F-J2430-G

0, 1(0+1), 3, 5, 10, 30, 50

6CH, 4G FC 

CH4,5: User Configurable as Drive or Host Channel

with Hub function (2 SFP for each channel)
CH0,1: Host channel   CH2,3: Drive Channel

512MB - 2GB DDR

3U Rackmount

Single upgradable to redundant

16
224 (4G FC)

ASIC400

Fibre RAID Head

512MB - 2GB DDR

Yes

FF-S4030-6

1U Rackmount
-

224 (4G FC)+48(SATA-II 3Gb/s)
ASIC400

Single  upgradable to redundant

4CH, 4G , 8xSFP with Hub functio nFC

512MB - 2GB DDR

Fibre to 2.5” SAS RAID Subsystem Fibre to SATA RAID Subsystem

6CH, 4G FC 

CH4,5: User Configurable as Drive or Host Channel 
For R : 2CH, SAS 4x, 2 x (SFF-8470) Expansion Ports
For S : 1CH, SAS 4x, 1 x (SFF-8470) Expansion Port

with Hub function  (2 SFP for each channel)
CH0,1: Host channel               CH2,3: Drive Channel  

SAS 4x, 2 x (SFF-8470)
512MB - 2GB DDR

2CH, 4G , 4xSFP with Hub functio nFC

SAS 4x, 1 x (SFF-8470)

ASIC400

0, 1(0+1), 3, 5, 10, 30, 50

Optional

SATA-II 3Gb/s

Fibre SBOD

Optional

2CH, 4G FC, 4 x SFP
(Loop Switch JBOD)

2CH, 4G FC, 4 x SFP

- -

EonStor Subsystem Specifications

EonStor 

* 1 : Cache Backup Module consists Battery Backup Unit and Flash Backup Module.

* 2: SANWatch Management Suite is supported on ASIC400 or later models. 

2

256MB - 1GB DDR

Managed by RAID Managed by RAID

Yes

No

Managed by RAID



2CH, 1Gb Ethernet, 2 x (RJ-45)4CH, 1Gb Ethernet, 4 x (RJ-45)

4CH, 1Gb Ethernet, 4 x (RJ-45)8CH, 1Gb Ethernet, 8 x (RJ-45)

–

2CH, SCSI-320, 4 x VHDCI2CH, SCSI-320, 4 x VHDCI

2CH, SCSI-320, 4 x VHDCI2CH, SCSI-320, 4 x VHDCI

–

1 CH, SCSI 2 x VHDCI-320, 

SAS 4x, 2 x (SFF-8088)

16

ASIC400

Yes

Yes

SAS / SATA-II 3Gb/s

Yes

16

SAS / SATA-II 3Gb/s
SAS 4x, 1 x (SFF-8088)

8CH,  1Gb Ether net , 8 x (RJ- 45)

SAS 4x, 2 x (SFF-8088)
SAS / SATA-II 3Gb/s SAS / SATA-II 3Gb/s

SAS 4x, 1 x (SFF-8088)

2CH, 1Gb Ether net , 2 x (RJ-45)

- - - -

–

–

Yes swappable)(Not hot-Yes Yes
–

– –

–

Model
Redundant Controller Yes
Form Factor 2U Rackmount
Drive Bays 12
Max . Number of Drives 48
RAID Engine ASIC400
RAID Levels
Host Channel
Drive Channel
Expansion Channel

512MB - 2GB DDR
Optional Yes

Redundant Power Supply Yes Yes Yes
Redundant Fan Modules Yes Yes Yes
Management Terminal emulation via RS-232 or Telnet,LCD keypad panel, embedded RAIDWatch, or JAVA-based SANWatch*2

Cache Memory(per Controller)
Cache Backup Module *1

Product Image 

Fibre to Fibre RAID Subsystem

S16E-G1130 S12E-R1132

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

Model
Redundant Controller No No
Form Factor 3U Rackmount 2U Rackmount 4U Rackmount 3U Rackmount
Drive Bays 16 12 24 16
Max . Number of Drives 16 12 24 16
RAID Engine ASIC400 ASIC266 ASIC266 ASIC400
RAID Levels
Host Channel
Drive Channel
Expansion Channel

Optional Optional
Redundant Power Supply Yes Yes Yes Yes
Redundant Fan Modules Yes Yes Yes Yes
Management Terminal emulation via RS-232 or Telnet, LCD keypad panel, embedded RAIDWatch, or JAVA-based SANWatch*2

Cache Memory(per Controller)
Cache Backup Module *1

Product Image 

A16E-G2130 A12E-G2121 A24U-G2421 A16U-G2430

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

Model
Redundant Controller No No
Form Factor 2U Rackmount 2U Rackmount 1U Rackmount
Drive Bays 12 8 4
Max . Number of Drives 12 8 4
RAID Engine ASIC266
RAID Levels
Host Channel
Drive Channel
Expansion Channel

256MB - 1GB DDR
Optional

Redundant Power Supply
Redundant Fan Modules
Management Terminal emulation via RS-232 or Telnet, LCD keypad panel, embedded RAIDWatch, or JAVA-based SANWatch*2

Cache Memory(per Controller)
Cache Backup Module *1

Product Image 

A12U-G2421

0, 1(0+1), 3, 5, 10, 30, 50

Model
Redundant Controller
Form Factor
Drive Bays 8
Max . Number of Drives 8
RAID Engine ASIC400
RAID Levels
Host Channel 2CH, SAS 4x, 2 x (SFF-8088)
Drive Channel SATA - II 3Gb/s
Expansion Channel

256MB - 1GB DDR

Redundant Power Supply Yes
Redundant Fan Modules Yes Yes
Management

Cache Memory(per Controller)
Cache Backup Module *1

Product Image 

SAS to SATA RAID Subsystem

512MB - 2GB DDR

3U Rackmount
No

80
ASIC400

iSCSI to SAS RAID Subsystem

512MB - 2GB DDR

Yes

S12E-G1133

2U Rackmount

ASIC400

No

512MB - 2GB DDR

SCSI to SATA RAID Subsystem

512MB - 1GB DDR

Optional

512MB - 2GB DDR

S16E-R1130

3U Rackmount

64

Yes

12
60

iSCSI to SATA RAID Subsystem SCSI to SATA RAID Subsystem

No

SATA-II 3Gb/s SATA-II 3Gb/s

Optional

No

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

SATA-II 3Gb/s SATA-II 3Gb/s

256MB - 1GB DDR 256MB - 1GB DDR

Optional

No

ASIC266 ASIC266

0, 1(0+1), 3, 5, 10, 30, 50 0, 1(0+1), 3, 5, 10, 30, 50

Optional

SATA-II 3Gb/sSATA-II 3Gb/sSATA-II 3Gb/s

A08U-G2421 A04U-G2421

256MB - 1GB DDR 256MB - 1GB DDR

A08S-C2132 / A08S-C2134 A08S-C2131 / A08S-C2133

NoNo

Tower or Desktop (Convertible) Tower or Desktop (Convertible)
8
8

ASIC400

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

1CH, SAS 4x, 1 x (SFF-8088)
SATA - II 3Gb/s

256MB - 1GB DDR
Optional

Terminal emulation via RS-232 or Telnet, LCD keypad panel, embedded RAIDWatch, or JAVA-based SANWatch*2
* 1 : Cache Backup Module consists Battery Backup Unit and Flash Backup Module.

* 2: SANWatch Management Suite is supported on ASIC400 or later models. 

EonStor 

EonStor Subsystem Specifications

4

Yes Yes



2CH, SAS 4x, 4 x (SFF-8088)

SAS 4x, 2 x (SFF-8470)

4CH, SAS 4x, 4 8470)x (SFF-

SAS 4x, 2 x (SFF-8088)

4CH, SAS 4x, 4 x (SFF-8088)

SAS 4x, 1 x (SFF-8088)

2CH, SAS 4x, 2 x (SFF-8088)2CH, SAS 4x, 2x (SFF-8470)

SAS 4x, 1 x (SFF-8470)

Model
Redundant Controller Yes Yes
Form Factor 3U Rackmount 2U Rackmount
Drive Bays 16
Max . Number of Drives 64
RAID Engine ASIC400
RAID Levels
Host Channel
Drive Channel
Expansion Channel

512MB - 2GB DDR 512MB - 2GB DDR
Yes Optional Yes

Redundant Power Supply Yes Yes Yes Yes
Redundant Fan Modules Yes Yes Yes Yes
Management Terminal emulation via RS-232 or Telnet, LCD keypad panel, embedded RAIDWatch, or JAVA-based SANWatch*2

Cache Memory(per Controller)
Cache Backup Module *1

Product Image 

S16S-R1030 S16S-G1030 S12S-R1032

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

Model
Redundant Controller No

No

Form Factor 4U Rackmount 3U Rackmount 2U Rackmount 2U Rackmount
Drive Bays 24 16 12 8
Max . Number of Drives 88 16 12 8
RAID Engine ASIC400 ASIC400 ASIC400 ASIC400
RAID Levels
Host Channel
Drive Channel SATA - II 3Gb/s SATA-II 3Gb/s SATA-II 3Gb/s
Expansion Channel

256MB - 1GB DDR
Optional Optional

Redundant Power Supply Yes Yes Yes Yes
Redundant Fan Modules Yes Yes Yes Yes
Management Terminal emulation via RS-232 or Telnet,L CD keypad panel, embedded RAIDWatch, or JAVA-based SANWatch*1

Cache Memory(per Controller)
*1Cache Backup Module 

Product Image 

SAS to SATA RAID Subsystem

A24S-G2130 A16S-G2130 A12S-G2130 A08S-G2130

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

Model
Redundant Controller No Yes No
Form Factor 3U Rackmount 3U Rackmount 2U Rackmount 2U Rackmount
Drive Bays 16 16 12 12
Max . Number of Drives 12 (SAS/SATA-II 3Gb/s*2)
RAID Engine
RAID Levels
Host Channel
Drive Channel
Expansion Channel

Redundant Power Supply Yes Yes Yes Yes
Redundant Fan Modules Yes Yes Yes Yes
Management

Cache Memory(per Controller)
Cache Backup Module *1

Product Image 

S16S-J1000-R

Model
Redundant Controller Yes
Form Factor 1U Rackmount 1U Rackmount
Drive Bays 12 12
Max . Number of Drives 12 (2.5” SAS) 12 (2.5” SAS)
RAID Engine
RAID Levels
Host Channel
Drive Channel
Expansion Channel

Redundant Power Supply Yes Yes Yes
Redundant Fan Modules Yes Yes Yes
Management Terminal emulation via RS-232 or Telnet, LCD keypad panel, embedded RAIDWatch, or JAVA-based SANWatch*2

Cache Memory(per Controller)
Cache Backup Module *1

Product Image 

2.5” SAS JBOD 

B12S-J1000-R B12S-J1000-S

512MB - 2GB DDR

3U Rackmount
16
80

ASIC400

SAS to SAS RAID Subsystem

512MB - 2GB DDR

S12S-G1033

2U Rackmount

512MB - 2GB DDR

 SAS JBOD

SAS 4x, 1 x (SFF-8088)
256MB - 1GB DDR

SAS to 2.5” RAID ubsystem

2CH, SAS 4x, 2 x (SFF-8088)2CH, SAS 4x, 2 x (SFF-8088)2CH, SAS 4x, 2 x (SFF-8088)

No

12 12
48 60

ASIC400 ASIC400

SAS / SATA-II 3Gb/s SAS / SATA-II 3Gb/s SAS / SATA-II 3Gb/s SAS / SATA-II 3Gb/s

Optional

No No No

SATA - II 3Gb/s

Optional
256MB - 1GB DDR

Optional

SAS 4x, 2 x (SFF-8088)

4CH, SAS 4x, 4 x (SFF-8088)

512MB -  2GB DDR

SAS 4x, 2 x (SFF-8470)SAS 4x, 4 x (SFF-8470) SAS 4x, 4 x (SFF-8088)

Yes

Optional

SAS 4x, 1 x (SFF-8088)

2CH, SAS 4x, 2 x (SFF-8088)

Yes

512MB -  2GB DDR

SAS 4x, 2 x (SFF-8470)

2.5” 3Gb/sSAS / SATA-II 2.5” 3Gb/sSAS / SATA-II 

S16S-J1000-S
Single upgradeable to redundant

16 (SAS / SATA-II 3Gb/s*) 16 (SAS / SATA-II 3Gb/s*)

Managed by RAID

S12S-J1000-R S12S-J1000-G

12 (SAS/SATA-II 3Gb/s*2)

Managed by RAID

Managed by RAID

Managed by RAID

Single upgradeable to redundant

SAS 4x, 4 x (SFF-8088) SAS 4x, 2 x (SFF-8088)

Managed by RAID

Managed by RAID

Managed by RAID

B12S-R1030 B12S-G1030/B12S-G1031
Yes

1U Rackmount 1U Rackmount
12 12

No

48 60

ASIC400 ASIC400

0, 1(0+1 ), 3, 5, 6, 10, 30, 50, 60 0, 1(0+1 ), 3, 5, 6, 10, 30, 50, 60

Yes

- - -

EonStor 

EonStor Subsystem Specifications

* 1 : Cache Backup Module consists Battery Backup Unit and Flash Backup Module.

* 2: SANWatch Management Suite is supported on ASIC400 or later models. 3
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